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Bandit Model 15XPC Drum Chipper 

 
     

 
 
 
 
 

 
 
 
 
 
 
 
 

 

 
 

S P E C IF IC AT I ON S  

 

   Model    15XP    Tow Hitch Type    Pintle ring 

   Capacity    15" – 381mm    Height Adjustable Discharge Chute    Hand crank standard 

   Engine Brand    CAT turbo diesel, 142hp    Discharge Chute Swivel    Manual standard 

   Chipper Type    Drum    Fuel Tank Capacity    93 litres 

   Infeed Throat Opening Size 
   19.5" wide x 15" high 

(495x381mm) 
   Hydraulic Tank Capacity    45 litres 

   Feed Rate    120 ft/min (37 m/min)    Chipper Chassis Description    100 x 50mm RHS steel 

   Feed Roller Description    Two horizontal rollers    Suspension Type    Single leaf spring axle 

   Hydraulic Lift and Crush    Standard    Axle Capacity    3,630 kg oversized 

   Auto Feed Plus feed control    Standard    Brakes    Electric 

   Hydraulic winch    Standard    Tyres    215/75 R17.5 

   Drum Diameter    24"(600mm)     Tail Lights    LED standard 

   No. Reversible Blades    4    Chipper Length    4.95 m 

   Chipper Bearing 
   2 15/16" (75mm) double 
   row as fitted to the 1590XP 

   Chipper Width    1.95 m 

   Hydraulic safety bump bar    Standard and reliable    Chipper weight    3,400kg  

 

The wide infeed hopper is fitted with DUAL horizontal feed rollers using the same large hydraulic 
motors fitted to the 18XP, and will process difficult material VASTLY better than single feed roller 
units or units with vertical feed rollers. The chipper drum is an over-sized 24” in diameter meaning 
your 15XPC will process larger logs much easier than competitors with small chipping drums. 
 
The full chassis frame is supported by 8K (3630kg) capacity spring axle and 17.5” tyres instead of 
troublesome rubber torsion axles. The Chipper drum bearings are the same as the 18XP – a 
massive 2 15/16” diameter. Standard with Bandit’s Auto Feed Plus, hydraulic winch, hydraulic 
lift/crush for the top roller and a trouble free and reliable hydraulic safety bump bar. You get the 
picture; the 15XPC is built like a tank and has all the great Bandit features as standard equipment. 
 
Bandit's 15XPC chipper will easily out perform any other 15" drum-style chipper in its class. YES, 
it’s that good! Call us today and we will prove it on the job of your choice. 
 

 
Bandit’s Model 15XPC is a 
compact 15” capacity chipper 
that uses proven components 
from Bandit’s 12” and 18” 
chippers to create a strong 
machine up to any challenge. 
 
Fitted with CAT’s 142hp turbo 
diesel engine with a huge 
624Nm of torque, the Model
915 has the same engine as 
its big brother, the 18XP, but 
in a more compact package. 
At a modest 3400kg with all 
options fitted, many existing 
chipper owners can run the 
15XPC without having to 
invest in a larger truck.  


